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ROTARY PADDLE SELECTION GUIDE

Stainless Steel

For Light Materials
3-Vane Paddle

7” Diameter

Must be used with a
Coupler

Stainless Steel

For Medium Materials
3-Vane Paddle

5” Diameter

Must be used with a
Coupler

Insertable through a
1-1/4” or 1-1/2" NPT
Opening

Stainless Steel

For Heavy Materials
Single Vane

Turns in 5” Diameter
Must be used with a
Coupler

Economical, Nylon
Paddle

For Light Materials
3-Vane Paddle

7" Diameter

Must be used with a
Coupler

Economical, Nylon
Paddle

For Medium Materials
3-Vane Paddle

5” Diameter

Must be used with a
Coupler
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BINMASTER

MEASURE + CONTROL + DETECT

Stainless Steel

For Heavy Materials
3-Vane Paddle

5" Diameter

Must be used with a
Coupler

Insertable through a
1-1/4”" or 1-1/2“ NPT
Opening

Stainless Steel

For Medium Materials
Single Bayonet Style
Turns in 5” Diameter
Must be used with a
Coupler

12" Belt Paddle

For Heavy Materials
Used in Large
Particulate Size (Rock,
Coal, or Aggregate)
Must be used with a
Coupler

Stainless Steel

For Very Light Materials
3-Vane Paddle

Paddles are 5” Tall &
1/16” Thick to Increase

Resistance in Light

Materials
Must be used with a
Coupler

Direct Connect Version
of GRP-1

Does Not Require
Coupler

Should be Used for
Side-Mount ONLY

For Light Materials
3-Vane Paddle, SS

7" Diameter, 2” Blade
VT
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MEASURE + CONTROL + DETECT

Direct Connect Version
of GRP-23

Does Not Require Use
of Coupler

Should be used for
Side-Mount ONLY

For Medium Materials
Insertable, Bayonet

Style SS e

Blade 1/8” Thick, 1" W

R

GRP - 34

For Very Light Materials
3-Vane Paddle, SS

7" Diameter for Added
Resistance

Blades 5” H and 1/16"”
Thick to Increase
Resitance

Must be used with a
Coupler

GRP - 35

Direct Connect Version
of GRP-25

Does Not Require Use
of Coupler

Should be used for
Side-Mount ONLY
3-Vane Paddle, SS

For Very Light Materials
Paddles are 5” H and
1/16” Thick to Increase
Resistance

Direct Connect Version
of GRP-2

Does Not Requre Use
of Coupler

Should be used for
Side-Mount ONLY

For Medium Materials
3-Vane Paddle, SS

5" Diameter

* Single Blade
Stainless Steel
* 3-1/4” L for Heavy
Materials
Turns in 6-1/2” Dia
Blade is 1/8” Thick and
1.63" W
Must be Used with
Coupler

Master Distributor

...HELPING PRODUCERS EXCEL!®

« Single Blade, Insertable
Paddle

* Folds to Insert Through a
1-1/4" or 1-1/2“ NPT
Opening
Stainless Steel
Turns in 7-1/2” Dia
Paddle Blades 1-1/2” W
Direct Connect, Eliminates
Need for Shaft Coupler

Double Blade, Insertable
Paddle

Folds to Insert Through a
1-1/4” or 1-1/2" NPT
Opening

Stainless Steel

Turns in 7-1/2" Dia

Paddle Blades 1-1/2”" W
Direct Connect, Eliminates
Need for Shaft Coupler

Single Blade, Insertable
Paddle

Folds to Insert Through a
1-1/4” or 1-1/2” NPT
Opening

Stainless Steel

Turns in 7-1/2” Dia
Paddle Blades 1-1/2” W
Requires Shaft Coupler

Double Blade, Insertable
Paddle
Folds to Insert Through a
1-1/4” or 1-1/2“ NPT
Opening

« Stainless Steel

* Turns in 7-1/2” Dia

* Paddle Blades 1-1/2” W

* Requires Shaft Coupler
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